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1950, p. 53 (TP239). 

A Simple Field Test for Consistency of Con- 
crete—J. W. Kelly and Norman E. Haavik. 
Published in ASTM Buttetrin, No. 163, 
January, 1950, p. 70 (P20); Discussion, 
No. 169, October, 1950, p. 50 (TP236). 

Concrete and Concrete Aggregates. Report of 
Committee C-9, 209. 

Exploratory Tests to Develop a Method for 

as Determining the Air Content of Hardened 
Concrete—Alexander Klein, David Pirtz, 
TAs and Milos Polivka, 1283. Discussion, 1287. 

Long-Time Study of Cement Performance in 
Concrete Chapter 6—The Heats of Hydra- 
tion of the Cements—George J. Verbeck 
and Cecil W. Foster, 1235. 
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Manufactured Masonry Units. Report of 
Committee C-15, 221. 

Method of Petrographic Examination of 
Aggregates for | Concrete—Katharine 
Mather and Bryant Mather, 1288. Dis- 
cussion, 1312. 

Pulse Techniques Applied to Dynamic Test- 
ing—J. R. Leslie, 1314. Discussion, 1324. 
Summary of Proceedings of the Symposium 
on Use of Pozzolanic Materials in Mortars 

and Concretes, 1327. 

Tests for Air-Entraining Agents in Cement 
and Concrete—G. W. Washa, C. H. 
Scholer, D. W. Lewis, and N. H. Withey. 
Published in ASTM Buttetin, No. 163, 


January, 1950, p. 61 (TP11). par 
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Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 137. 


Electrical Insulating Materials. Report of 


Committee D-9, 334. 
Methods of Testing. Report of Committee 


E-1, 413. 


Methods of Testing. Report of Committee 
E-1, 413. 


Consolidation. 


The Effect of Rock tne and Placement: 
Density on Consolidation and Related Pore 
Pressure in Embankment Construction-— 
Harold J. Gibbs, 1343. Discussion, 1361. 


Consumer Goods. 


Report of Administrative Committee on UI- 
timate Consumer Goods. Appendix V, An- 
nual Report of the Board of Directors, 76. 
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Electrical-Heating, Resistance and Related 
Alloys. Report of Committee B-4, 139. 
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Shipping Containers. Report of Committee 
D-10, 346. 


Copper. 
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mittee E-3, 433. 
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Copper and Copper Alloys, Cast and Wrought. 
Report of Committee B-5, 159. 

Electrodeposited Metallic Coatings. Report of 
Committee B-8, 181. 

Fatigue. Report of Committee E-9, 497. 

Non-Ferrous Metals and Alloys. Report of 
Committee B-2, 135. 

Recommendations Affecting Standards for 
Copper and Copper Alloys, Cast and 
Wrought. Appendix, Report of Committee 
B-5, 162. 

Survey of Fatigue Projects. Report of Survey 
Subcommittee, Committee E-9, 499. 

The Forming Characteristics of Beryllium 
Copper Strip—J. T. Richards and E. M. 
Smith, 1085. Discussion, 1100. 

The Influence of Specimen Dimension and 
Shape on the Results in' Tension Impact 
Testing—D. S. Clark and D. S. Wood, 
577. Discussion, 586. 

The Reverting of Hard-Drawn Copper to 
Soft Condition Under Variable Stress— 


John N. Kenyon, 1073. Discussion, 1082. 


Copper-Bearing Steel. 
See also Steel. 


Corrosion of Iron and Steel. Report of Com- 
mittee A-5, 100. 

Field Tests and Inspections of Bare and 
Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 
A-5, 114. 

Field Tests of Wire and Wire Products. Re- 
port of Subcommittee XV, Committee A-5, 
110. 

Inspection of Black and Galvanized Sheets. 

. Report of Subcommittee XIV, Committee 
A-5, 104. 


Copper Wire. 


Copper and Copper-Alloy Wires for Electrical 
Conductors. Report of Committee B-1, 130. 

Field Tests of Wire and Wire Products. Re- 
port of Subcommittee XV, Committee A-5, 


Corrosion of —_ Metals and Alloys. 
Report of Committee B-3, 137. 

Die-Cast Metals and Alloys. Report of Com- 
mittee B-6, 167. 

Electrodeposited Metallic Coatings. Report of 
Committee B-8, 181. 

Engine Antifreezes. Report of Committee 
D-15, 378. 

Field Tests and Inspections of Bare and 
Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 
A-5, 114. 

Field Tests of Wire and Wire Products. Re- 
port of Subcommittee XV, Committee A-5, 
110. 

Hardening of Austenitic Stainless Steels by 
Mechanical Working at Sub-Zero Tempera- 
tures—N. A. Ziegler and P. H. Brace, 861. 
Discussion, 880. 

Impact Deposition of Atmospheric Sea Salts 
on a Test Plate—Alfred H. Woodcock, 1151. 
Discussion, 1161. 

Inspection of Black and Galvanized Sheets. 


rt Report of Subcommittee XIV, Committee 


A-5, 104. 

Investigation of Purity of Aluminum-Silicon 
Die Casting Alloys—Donald L. Colwell. 
Published in ASTM Buttetin, No. 163, 
January, 1950, p. 51 (TP1). 

Iron-Chromium, Iron-Chromium-Nickel, and 
Related Alloys. Report of Committee A-10, 
126. 

Light Metals and Alloys, Cast and Wrought. 
Report of Committee B-7, 173. 

Simulated Service Testing. Report of Sub- 
committee VI, Appendix, Report of Com- 
mittee D-15, 383. 

Spray Testing With Natural and Synthetic 
Sea Water. Part I. Corrosion Characteristics 
in the Testing of Metals—Thomas P. May 
and Allen L. Alexander, 1131. Discussion, 
1142. 

Spray Testing With Natural and Synthetic 
Sea Water. Part II.—A Study of Organic 
Coatings—Allen L. Alexander and Thomas 
P. May, 1144. Discussion, 1150. 


_ Summary of Proceedings of the Symposium on 
Corrosion. Corrosion of Materials at Elevated Tem- 
See also Weathering. peratures, 1207. 


Corrosion of Iron and Steel. Report of Com- 
mittee A-5, 100. 


Total Immersion Tests. Final Report of Sub- 
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Corrosion-Resisting Steel. 
See also Alloy Steel; Corrosion. 


_ Effect of Temperatures on the Mechanical 
Properties, Characteristics, and Processing 
of Austenitic Stainless Steels—V. N. Krivo- 
bok and A. M. Talbot, 895. Discussion, 
929. 

ae Field Tests of Wire and Wire Products. Re- 

port of Subcommittee XV, Committee A-5, 
110. 

Hardening of Austenitic Stainless Steels by 
Mechanical Working at Sub-Zero Tem- 
peratures—N. A. Ziegler and P. H. Brace, 
861. Discussion, 880. 

Iron-Chromium, Iron-Chromium-Nickel, and 
Related Alloys. Report of Committee A-10, 
126. 


Cotton. 
See also Textile Materials. 


Textile Materials. Report of Committee D-13, 
366. 

The Dimensional Stability and Shrink-Proof- 
ing of Cotton Materials—Edward C. 
Pieffer, Jr. Published in ASTM Buttetin, 
No. 167, July, 1950, p. 86 (TP168). 


Chromium-Base Alloys—W. L. Havekotte, C. 
T. Greenidge, and H. C. Cross, 1101. Dis- 
cussion, 1127. 

Combined Tension-Torsion Creep-Time Re- 
lations for Aluminum Alloy 2S-O—Joseph 
Marin, J. H. Faupel, and L. W. Hu, 1054. 
Discussion, 1071. 

Effect of Rate of Strain on the Flow Stress 
of Gas Turbine Alloys at 1200 and 1500 F. 
—M. J. Manjoine, 931. Discussion, 949. 

Hardened Alloy Steel for Service up to 700 
F.—G. V. Smith, W. B. Seens and E. J. 
Dulis, 882. Discussion, 893. 

Summary of Proceedings of the Symposium 
on Plasticity and Creep of Metals, 1208. 
The Effect of Temperature on the Creep and 
Recovery of a Melamine-Glass Fabric 
Laminate—W. J. Worley and W. N. Find- 
ley, 1399. Discussion, 1413. f 


The Reverting of Hard-Drawn Copper to Soft 


Condition Under Variable Stress—John N. 
Kenyon, 1073. Discussion, 1082. 


Crystallization. 


Cutting Technique. 


A New Technique for Cutting Very Thin 
Sections and Its Application to the Electron 
Microscopy of Fibers—Sanford B. New- 
man. Published in ASTM Bo tterin, No. 
163, January, 1950, p. 57 (TP7). 
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Testing Cement-Base Paint and Dampproofers 
—W. M. Spurgeon. Published in ASTM 
BuLtetin, No. 171, January, 1951, p. 53 
(TP15). 

Data, Presentation of. eh 
See Statistical Analysis. rine 


Definitions. 


Proposed Definitions and Specifications for 
Tractor Fuels. Appendix VII, Report of 
Committee D-2, 311. 


Pilot Studies of Soil Density Measurements 
by Means of X-Rays—D. Berdan and R. 
K. Bernhard, 1328. Discussion, 1338. 

Proposed Method of Test for Measurement 
of Density of Knock Test Standard Normal 
Heptane and Jso-octane by the Pycnometer. 
Appendix V, Report of Committee D-21, 
289. 


Diamond Products. 


The Need for Standardization of Industrial 
Diamond Products—H. L. Strauss, Jr. 
Published in ASTM Buttettin, No. 165, 
April, 1950, p. 57 (TP83). 


Die Castings. 


Die-Cast Metals and Alloys. Report of Com- 
mittee B-6, 167. 
Flow Calculations for Die Casting Applied 


to the A.S.T.M. Committee B-6 Test Cast- 
ing Die—Edward Jacobi. Published in 
ASTM Bouttetrn, No. 166, May, 1950, p. 
65 “TP127). 

Investigation of Purity of Aluminum-Silicon 
Die Casting Alloys—Donald L. Colwell. 
Published in ASTM Boutterrin, No. 163, 
January, 1950, p. 51 (TP1). 
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Dilatometric Analysis. 


Metallography. Report of Committee E-4, 
440. 


Diode Tubes. 
Proposed Method of Test for Relative Ther- 
mionic _Emissive Properties of Materials 
___Used in Electron Tubes. Appendix, B-4 Re- 
port, 142. 


Distillation Test. 


Industrial Aromatic Hydrocarbons, Report of 
Committee D-16, 385. 

Proposed Method of Test for Reduced Pres- 
sure Distillation of Petroleum Products. 
Appendix VII, Report of Committee D-2, 


District Activities. 


Report of Administrative Committee on Dis- 
trict Activities. Appendix VII, Annual Re- 
L port of the Board of Directors, 79. 


Dudley Medal. 


Summary of Proceedings of the Fifty-third 
Annual Meeting, 7. 


Dyeing. 
Some Applications of Modern Microscopy to 
the Study of Chemical Phenomena and in 
the Dyeing and Printing of Textiles—G. 
Royer. Published in ASTM Butter, 
" No. 165, April, 1950, p. 46 (TP72); Dis- 
canton, No. 167, July, 1950, p. 73 TP1SS). 
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Pulse Techniques Applied to Dynamic Test- 
ing—J. R. Leslie, 1314. Discussion, 1324. 
Some Instruments for Measuring the Dynamic 

Mechanical Properties of Plastic Materials 
—Lawrence E. Nielsen. Published in ASTM 
Buttetin, No. 165, April, 1950, p. 48 

(TP74). 

Summary of Proceedings of the Symposium 
on Dynamic Stress Determinations, 1433. 
The Measurement of Dynamic Modulus in 
ve Adhesive Joints at Ultrasonic Frequencies 
~‘n G. H. Dietz, P. J. Closmann, G. M. 
Kavanagh, and J. N. Rossen, 1414. Dis- 

cussion, 1427. 


Electrical Heating and Resistance Alloys. 


Electrical-Heating, Resistance, and Related 
Alloys. Report of Committee B-4, 139. 


Electrical Insulating Materials. 


Electrical Insulating Materials. 
Committee D-9, 334. 
Plastics. Report of Committee D-20, 407 


Report of 


Affecting Standards for 
Electrical Insulating Materials. Appendix, 


Report of Committee D-9, 341. 
Electrical Resistivity. 


Electrical Resistivity Method Applied to the 
Investigation of Construction Materials 
Deposits—E. A. Abdun-Nur and Dart 
Wantland, 1364. Discussion, 1379. 


Electrodeposited Coatings. 


Corrosion of Iron and Steel. Report of Com- 
mittee A-5, 100. 

Electrodeposited Metallic Coatings. Report of 
Committee B-8, 181. 

Field Tests and Inspections of Bare and 
Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 
A-5, 114. 


Electrolytic Corrosion. 
See also Corrosion. 


Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 137. 


Electrometric Method. 


Proposed Method of Test for Bromine Num- 
ber of Petroleum Distillates (Electrometric 
Method). Appendix III, Report of Commit- 
tee D-2, 280. 


Electron Microstructure. 


Electron Microstructure of Steel. Report of 
Subcommittee XI, Report of Committee 
E-4, 444. 


Electron Tubes. 


Proposed Method of Test for Relative Ther- 
mionic Emissive Properties of Materials 
Used in Electron Tubes. Appendix, Report 
of Committee B-4, 142. 
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Embankment Construction. 


The Effect of Rock Content and Piacement 
Density on Consolidation and Related 

- Pore Pressure in Embankment Construc- 
tion—Harold J. Gibbs, 1343. Discussion, 
1361. 


Emission Spectroscopy. 


Chemical Spectroscopy. Twenty fourth Edgar 
Marburg Lecture—Wallace R. Brode, 513. 

Emission Spectroscopy. Report of Committee 
E-2, 430. 
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Porcelain Enamel. 
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Engine Antifreezes. 
D-15, 378. 

Simulated Service Testing. Report of “Sub- 
committee VI, Appendix, Report of Com- 
mittee D-15, 383. 

Determination of Freezing Point of 
Engine Antifreeze—R. E. Mallonee and 
F. L. Howard. Published in ASTM But- 
LeTIn, No. 172, February, 1951, p. 43 
(TP57). 


Report of Committee 


Erosion Resistance. 


_ Laboratory Testing of the Rain Erosion 
\ ‘ Resistance of Aircraft Finishes—Jack K. 
Grace and George C. Frey. Published in 
ASTM Buttetrn, No. 168, September, 
1950, p. 56 (TP184); Discussion, p. 63 
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Textile Materials. 
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4 Evaporation Rate of tienen and Their 
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ASTM Buttetry, No. 170, December, 
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the Mechanism of Fatigue—R. E. Peterson. 
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Effect of Chromium Plating on the Endur- 
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Stickley and F. M. Howell, 735. Discussion, 
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Effects of Grinding and Other Finishing Proc- 
esses on the Fatigue Strength of Hardened 
Steel—L. P. Tarasov and H. J. Grover, 
668. Discussion, 687. 
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and Fastenings—T. E. Piper, K. F. Finlay, 
and A. P. Binsacca. Published in ASTM 
BULLETIN, No. 166, May, 1950, p. 60 
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Fatigue Notch-Sensitivities of Some Air- 
craft Materials—Horace J. Grover, 717. 
Discussion, 730. 

Fatigue. Report of Committee E-9, 497. 

Report of Task Group on Effect of Speed of 
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I, Report of Committee E-1, 421. 

Some Considerations in the Joining of Dis- 
similar Metals for High-Temperature High- 
Pressure Service—O. R. Carpenter, N. C. 
Jessen, J. L. Oberg, and R. D. Wylie, 
809. Joint Discussion, 858. 

Statistical Properties of Fatigue Data on 
24S-T Aluminum Alloy—A. K. Head. 
Published in ASTM Buttetin, No. 169, 
October, 1950, p. 51 (TP237). 

Survey of Fatigue Projects. Report of Sur- 
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The Effect of Various Treatments .on the 
Fatigue Strength of Notched S-816 and 
Alloys at Elevated Tem- 
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- Wilkes, Jr., 744. Discussion, 761. 

The Fatigue Strength of Steel Through the 
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M. H. Weisman and M. H. Kaplan, 649. 
Discussion, 666. 

The Reverting of Hard-Drawn Copper to 
Soft Condition Under Variable Stress— 
John N. Kenyon, 1073. Discussion, 1082. 
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Felt Tests and Specifications and Their 
Interpretation—R. R. Stevens. Published 
in ASTM Buttetin, No. 164, February, 
1950, p. 48 (TP60). 
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Field Tests of Wire and Wire Products. Re- 
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A-5, 110. 


Ferro Alloys. 
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Chemical Analysis of Metals. 
Committee E-3, 433. 

Recommendations Affecting Standards on 
Ferro-Alloys. Appendix, Report of Com- 
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Report of Committee A-9, 120. 
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A New Technique for Cutting Very Thin 
Sections and Its Application to the Elec- 
tron Microscopy of Fibers—Sanford B. 
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No. 163, January, 1950, p. 57 (TP7). 

Modern Microscopy of Films and Fibers— 
F. F. Morehead. Published in ASTM 
Buttetin, No. 163, January, 1950, p. 
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Textile Materials. 
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Flow Calculations for Die Casting Applied 
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Casting Die—Edward Jacobi. Published 


ASTM Boutterm, No. 166, May 1950, 


65 (TP127). 


Foaming. 


Proposed Method of Test for Foaming 
Properties of Surface Active Agents. Ap- 
pendix II, D-12 Report, 363. 
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Mullen Bursting Strength Test as a Means 
of Determining the Strength of Annealed 
Aluminum Foil—W. C. Aber and F. M. 
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The Forming Characteristics of Beryllium 
Copper Strip—J. T. Richards and E. M. 
Smith, 1085. Discussion, 1100. 
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Freezing-and-Thawing Tests—continued. 
January, 1950, p. 61 (TP11). Discussion, 
No. 168, September, 1950, p. 82 (TP210). 


Freezing Point. 
The Determination of Freezing Point of 
Engine Antifreeze—R. E. Mallonee and 
oe F. L. Howard. Published in ASTM But- 
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Dedrick. Published in ASTM Bu 
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Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 137. 
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to Multi-Sized Granular Material—David 
Buslik. Published in ASTM Butter, 
No. 165, April, 1950, p. 66 (TP92). 

Quality Control of Materials. Report of 
Committee E-11, 509. 

Statistical Properties of Fatigue Data on 
24S-T Aluminum Alloy—A. K. Head. 

Published in ASTM No. 169, 
October, 1950, p. 51 (TP237). 

Summary of Proceedings of the Symposium 
on Application of Statistics, 1432. 

_ The Design and Interpretation of Interlabora- 
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Published in ASTM Buttetin, No. 166, 
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Burning on the Properties of Quicklime 
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__-HLC, Fischer, and D. W. Sabean, 1263. 
> Discussion, 1278. 


Electrical-Heating, Resistance, and Related 
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ae mionic Emissive Properties of Materials 
__ Used in Electron Tubes. Appendix, Report 
Committee B-4, 142. 


Radioactive Tracers. 


Improved Radioactive-Tracer Carrier for 
Metal Cleaning Studies—J. C. Harris, 
R. E. Kamp, and W. H. Yanko. Published 
in ASTM Buttetin, No. 170, Decem- 
ber, 1950, p. 82 (TP308). 
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An Evaluation of Radiography with Particular 
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Letin, No. 172, February, 
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ASTM Buttetin, No. 167, July, 1950, 
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Preliminary Considerations for Testing Sand- 
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Modern Microscopy of Films and Fibers— 
F. F. Morehead. Published in ASTM But- 
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(TP4). 

Shrinkage Control of Viscose Rayon Fabrics— 


J. A. Woodruff. Published in ASTM 
BuLietiIn, No. 167, July, 1950, p. 83 
(TP165). 

Textile Materials. Report of Committee 
D-13, 366. 
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Carwile. Published in ASTM Bu 
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Reinforced Concrete. 
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Refractive Index. 


Proposed Method of Test for Measurement of 


ee Refractive Index and Refractive Dispersion 
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Appendix IV, 
Report of Committee D-2, 284. 


Refractories. 


Proposed Method of Test for Disintegration 
of Fireclay Refractories in an Atmosphere 
of Carbon Monoxide. Appendix, Report of 
Committee C-8, 207. 

Refractories. Report of Committee C-8, 203. 
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Some Properties of Reinforced Grouted Brick 
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Discussion, p 
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A New Technique for Bond Measurement in 
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Metals. Report of Joint Committee, 188. 
Report of Administrative Committee on 
Research. Appendix III, Annual Report of 
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Road Materials. 
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McFadden and W. C. Ricketts. Published 
in ASTM Buttettn, No. 171, January, 
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Investigation of Construction Materials 
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Approximating the Attractive Forces of Ad- 
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Committee D-11, 349. 


Salt Spray Tests. 


See Corrosion. 


Sampling. 


Quality Control of Materials. 
Committee E-11, 509. 


— 
a! 
a 
A 
e 
| 
J 
Resins. Ss 
if 
‘ ay 
‘ 


Sandwich Construction. 
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js on Durability Tests of Metalite Sandwich 
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No. 164, February, 1950, p. 21 (TP33). 
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Spray Testing With Natural and Synthetic 
Sea Water. Part I. Corrosion Character- 
istics in the Testing of Metals—Thomas 
P. May and Allen L. Alexander, 1131. 
Discussion, 1142. 

Spray Testing With Natural and Synthetic 
Sea Water. Part II.—A Study of Organic 
Coatings—Allen L. Alexander and Thomas 
P. May, 1144. Discussion, 1150. 
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See Simulated Service Testing. 
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Mechanically Determining the Time of Set of 
Portland Cement by Means of the Spisso- 
graph—O. J. Glantz and L. E. Halsted. 
Published in ASTM Butietin, No. 170, 


December, 1950, p. 79 (TP305). 
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Electrical Insulating Materials. 
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Report of 


Sherardized Coatings. 


Field Tests and Inspections of Bare and 
Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
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Materials. Report of Committee D-8, 331. 
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Shipping Containers. Report of Committee 
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Pulp—H. W. Greider, R. A. McArthur, 
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Silica Gel Adsorption. 


Proposed Method of Test for Hydrocarbon 
Type Analysis of Diesel Fuels by Silica 
Gel Adsorption. Appendix I, Report of 
Committee D-2, 271. : 


Simulated Service Testing. 


Report of Administrative Committee on 
Simulated Service Pesting. Appendix VI, 
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Simulated and Actual Service Testing of 
Engine Antifreezes. Report of Subcommittee 
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Soaps and Detergents. 
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ties of Surface-Active Agents. Appendix 
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Electrical Resistivity Method Applied to the 
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SUBJECT ‘Invex 


Non- Ferrous Metals and Alloys. Report of 


Committee B-2, 135. 


Sonic Testing. 
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Tensile Properties of Some Aircraft Struc- 
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1051. 

The Influence of Strain Rate on Some Tensile 
Properties of Steel—D. S. Clark and P. E. 
Duwez, 560. Discussion, 576. 
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Mechanically Determining the Time of Set 
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Spray Testing. 


Spray Testing With Natural and Synthetic 
Sea Water. Part I. Corrosion Character- 
istics in the Testing of Metals—Thomas 
P. May and Allen L. Alexander, 1131. 
Discussion, 1142. 

Spray Testing With Natural and Synthetic 
Sea Water. Part II.—A Study of Organic 
Coatings—Allen L. Alexander and Thomas 
P. May, 1144. Discussion, 1150. 
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Plastics Specifications in the Federal Govern- 
ment—Gerald Reinsmith. Published in 
ASTM Buttetin, No. 163, January, 
1950, p. 78 (TP28). 

Report of Administrative Committee on 
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The Need for Standardization of Industrial 
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in ASTM] Buttetin, No. 165, 
April, 1950, p. 57 (TP83). 


Statistical Analysis. 


Mixing and Sampling with Special Reference 
to Multi-Sized Granular Material—David 
Buslik. Published in ASTM 
No. 165, April, 1950, p. 66 (TP92). 

Quality Control of Materials. Report of 
Committee E-11, 509. 

Statistical Properties of Fatigue Data on 
24S-T Aluminum Alloy—A. K. Head. 
Published in ASTM Butterm, No. 169. 
October, 1950, p. 51 (TP237). 

Summary of Proceedings of the Symposium 

on Applications of Statistics, 1432. 

The Selection of a Limited Number From 
Many Possible Conditioning Treatments 

for Alloys to Achieve Best Coverage and 
$tatistical Evaluation—J. M. Cameron and 
J. Youden, 951. Discussion, 961. 
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mittee A-5, 100. 
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Effect of Chromium Plating on the En- 
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Effect of Temperature on the Properties of 
Metals. Report of Joint Committee, 188. 
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Properties, Characteristics, and Processing 
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Krivobok and A. M. Talbot, 895. Discus- 
sion, 929. 

Effect of Variations in Notch Acuity on the 
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Effects of Grinding and Other Finishing Proc- 
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Steel—L. P. Tarasov and H. J. Grover, 
668. Discussion, 687. 
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Electron Microstructure. Report of Sub- 
committee XI, Committee E-4, 444. 

Exposure Test Wall for Natural Building 
Stones. Appendix, Report of Committee 
C-18, 229. 

Fatigue-Notch Sensitivities of Some Aircraft 
Materials—H. J. Grover, 717. Discussion, 
730. 

Fatigue. Report of Committee E-9, 497. 

Field Tests and Inspections of Bare and 
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Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 
A-5, 114. 

Field Tests of Wire and Wire Products. Report 
of Subcommittee XV, Committee A-5, 110. 

Hardened Alloy Steel for Service up to 700 
F.—G. V. Smith, W. B. Seens, and E. J. 
Dulis, 882. Discussion, 893. 

Hardening of Austenitic Stainless Steels by 
Mechanical Working at Sub-Zero Tem- 
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Steel—continued. 

Tron-Chromium, Iron-Chromium-Nickel, and 
Related Alloys. Report of Committee 
A-10, 126. 

Metallography. Report of Committee E-4, 
440. 

Recommendations Affecting Standards for 
Steel. Appendix, Report of Committee 
A-1, 90. 

Reproducibility of Results of Tension Tests on 
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Coupons—H. A. Schwartz and W. K. 
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Rockwell C Hardness on Cylindrical Steel 
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May and Allen L. Alexander, 1131. Dis- 
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The Influence of Specimen Dimension and 
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